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Net Configuration Tool

1. Manual Information

This Net Configuration Tool Manual provides information on the utility program used to set
printer operation conditions.

2. Operating System (OS) Environment
The following operating systems are supported for usage.

- Microsoft Windows 2000 (32bit)

- Microsoft Windows XP (32bit/64bit)

- Microsoft Windows Server 2003 (32bit/64bit)
- Microsoft Windows Vista (32bit/64bit)

- Microsoft Windows Server 2008 (32bit/64bit)
- Microsoft Windows Server 2008R2 (64bit)

- Microsoft Windows 7 (32bit/64bit)

- Microsoft Windows 8 (32bit/64bit)

- Microsoft Windows 2012 (64bit)
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3. Software Installation & Uninstallation
3-1 Installation

1) Execute the “Net Configuration Setup_V2.x.x.exe” file.
(This file must first be downloaded.)

2) Click the “Next” button.

BIXOLON Net Configuration Setup - InstallShield Wizard

Welcome to the InstallShield Wizard for BIXOLON Net Configuration Setup

Il install BIXOLON Net Configuration Setup on your computer. To

InstaliShigld I . < Back H 7Ll\e><l>7 { caceiall
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3) Click the “Next” button.
(Install to: C:\Program Files\ BIXOLON \ BIXOLON Net Configuration Setup\)

BIXOLON Net Configuration Setup - InstallShield Wizard

Choose Destination Location

Sel

InstallShigld '[ Cancel F

4) The following message appears upon the successful completion of installation.

BIXOLON Net Configuration Setup - InstallShield Wizard

InstallShield Wizard Complete

cessfully installed BIXOLON Net Configuration Setup. Click Finish

1 Cancel F

InstaliShield
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3-2 Uninstallation

(1) Windows XP

1) Click and activate the “Add/Remove Programs” icon in the Control Panel.

2) Select “BIXOLON Net Configuration Setup” and click the “Change/Remove*® button.

L5
Change or

Remove
Programs

&

Add New
Programs

(=

Add/Remove
Windows
Components

@

Set Program
Access and
Defaults

 Add or Remove Programs

Currently installed programs and updates: Show updates

[W Adobe Reader 7.0.7
1@ AhnLab Online Security

} % Araxis Merge

£¥ BIXOLON Net Configuration Setup

Click here for support information.

To change this program or remove it from your computer, dick Change or Remove.

|§5) s1XOLON OPOS Driver v4,1.4-1
ﬁ! BIXOLON SPP-R200 Windows Driver V3.0,5K
|#53) BIXOLON SRP-280 Driver 1.0.58
:ﬂgl BIXOLON SRP-350plus Windows Driver V3.0.7Ka
f 5! BIXOLON 24 Windows Driver 1.0.12b
l Bus Hound
|i5) caricom
B) security Update for CAPICOM (KB331306)
|§5) casto oT7 DK
: _g Conexant HD Audio
‘w eMbedded Visual C++ 4.0 SP1

@A eMbedded Visual C++ 4.0 SP2

Size

Size

Size

0.44MB
36.07MB

0.18MB

Used occasionally
Last Used On 2012-03-09

Size

Size

Size
Size
Size

Qiza

4.27MB

1.28MB

150.00MB
0.98MB

52.20MB

20 IR

FEX
Sortby: | Name v

Sze  65.09MB A

=

|

3) Click the “Yes” button to completely remove the application.

BIXOLON Net Configuration Setup - InstallShield Wizard

Do you want to completely remove the selected application and all of its features?

[ Yes ,] [ Mo ]
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(2) Windows 7

Net Configuration Tool

1) Click and activate the “Programs and Features” icon in the Control Panel.

2) Select “BIXOLON Net Configuration Setup” and click the “Uninstall” button.

=B

@Qv@ » Control Panel »

Programs » Programs and Features

- I +s ‘ | Search Programs and Fe:

Control Panel Home

View installed updates

’;',1 Turn Windows features on or
off

Uninstall or change a program

To uninstall a program, select it from the list and then click Uninstall, Change, or Repair.

Organize v | Uninstall § Change

=
Name

Publisher Installed On

[=" Bixolon Font Downloader 5.1 Bixolon 2/24/2011

I8 Bixolon Label Editor v6.31-53 Bixolon 1/28/2011
[ BIXOLON Net Configuration Setup _BIXOLON 4/5/2012

[ BIXOLON SRP-330 Windows Driver V1.0.0 4/4/2012

[""BIXOLON SRP-350plus Windows Driver V3.0.7E 3/20/2012

%] Bus Hound Perisoft 1/29/2011 179 MB
57 Daum ActiveX AAE® N - Daum 22 7772 Daum Communications Corp. 1/28/2011

[ Debugging Tools for Windows (x64) Microsoft Corporation 2/9/2010 359 MB
Developer Express .NET v8.3 Developer Express Inc. 12/20/2010

WBSEPSON OPOS ADK Version 2.67 SEIKO EPSON CORPORATION 4/6/2011

=X EPSON TM-T88V Utility Ver1.11 SEIKO EPSON CORPORATION 4/6/2011

|£]Java(TM) 6 Update 17 (64-bit) Sun Microsystems, Inc. 11/5/2009 90.8 MB
|%|Java(TM) 6 Update 24 Sun Microsystems, Inc. 10/1/2010 94.5 MB
[7 Label Software Package BIXOLON 12/22/2010

i“l ahelArtict RIXOILON /8902

[

BIXOLON Product version: V2.0.3

w

Support link: http://www.BIXOLON.com

Help link: http://www.BIXOLON.c...

=~ @

Version

V631-53
V203

6.0.0
6.11.1.404

031.000.0101
1111
6.0.170
6.0.240
1.00.0002
220

-

m

3) Click the “Yes” button to completely remove the application.

BIXOLON Net Configuration Setup - InstaliShield Wizard

O ——
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4. Configuration Tool
4-1 Configuration Tool

Install and execute Net Configuration Setup_V2.x.x.exe involved in CD.
(Start>> BIXOLON >> Net Configuration.exe)

Click the Ethernet Configuration button when the printer is connected to the
Ethernet, or click the WLAN button when the printer is connected through WLAN.

4-1-1 Ethernet Configuration

#* BIXOLON Net Configuration v2.0.3  [X|

Ethernet Configuration

WLAN Configuration

Exit
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BIXOLON Net Configuration v2.0.3 3

Nol

Mac Address l IP Address I Subnet I Gateway

[

Port ] Version ]

Search

Exit

When you press the Search button, the printer connected to the network will be shown in

the list.

The following warning message may pop up if the firewall is installed.

(1) Windows XP

%= Windows Security Alert

<4
some feahures of this program

Do you want to keep blocking this program?

: w;,‘c Name: BIXOLON Net Configuration Tool

Publisher: BIXOLON Co., Lid.

To help protect your computer. Windows Frewall has blocked

[ Keep Blocking ]" Unblock

] [ Ask Me Later ]

unblock it. When should | unblock a program?

Windows Firewall has blocked this program from accepting connections from the
Intemet or a network. f you recognize the program or trust the publisher, you can

Select [Unblock], and then retry the Search operation.
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(2) Windows 7

P
@9 Windows Security Alert

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked some features of BIXOLON Net Configuration Tool on all public and
private networks.

p i’,‘ % Name: BIXOLON Net Configuration Tool
*“* Publisher:  BIXOLON Co., Ltd.

Path: C:\program files (x86)\bixolon\bixolon net configuration
setup\netconfiguration.exe

Allow BIXOLON Net Configuration Tool to communicate on these networks:
[T] Private networks, such as my home or work network

Public networks, such as those in airports and coffee shops (not recommended
because these networks often have little or no security)

What are the risks of allowing a program through a firewall?

I[ '@’Aﬂowaccess JI[ Cancel J

Select [Allow acceess], and then retry the Search operation.

BIXOLON Net Configuration ¥2.0.3 X
No Mac Address IP Address Subnet Gatewa Port Version s
earch
1 [00:15:94:60:00:00 | 192.168.100.130 | 255.255.255.0 | 192.168.192.254 | 9100
Setting

Configuration(Web)

Select the printer from the list and press the [Setting] button, and then the
following window for setting Ethernet settings will pop up.

Rev.1.01 -10 -
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Ethernet Configuration @

Network Setting -

IP Address : | BB . 168 . 100 . 130
Subnet Mask : | 255 . 255 , 255 . 0
Gateway : | 102 . 168 . 192 . 254

Local Port : 9100 (0 ~ 32767)
Inactivity time : 0 sec (Default: 0)

(0~3600)  — piicp Mode

Device Baudrate : |19200 LI

Fimware Version : N/A

Save Cancel

Enter the proper IP Address, Subnet Mask, and Gateway for the currently used network,
and then press the Save button to save the settings.
(Device Baudrate setting, which is used for other models, is not necessary for our printer.)

BIXOLON Net Configuration ¥2.0.3 X

Mac Address IP Address Version

Search
[1 T00:15:94:60:00:00 [ 192.168.100.130 | 255.255.255.0 | 192.168.192.254
Setting
Configuration(Web)

Select the printer from the list and press the [Configuration(Web)] button you will see the
web browser for changing the Ethernet and WLAN settings as shown below.

Rev.1.01 -11-



(1) SRP-350 series / SRP-350plus series / SRP-330

Net Configuration Tool

Configuration
F/'% ver. 2.1
MAC 001594 50:2F.C1
Source IP [192.168.100.130

Subnet Mask [255.255.255.0

Gateway IP [192.158.100.254

Local Port  [9100

Inactivity Time [EI

DHCP mode [

£

(2) Label printer / SRP-F310 series

2} BIXOLON Configuration - Microsoft Internet Explorer

0 0 RE0LP4O 3% = UEKHS I
- D[ htpsy//192.166.1.1/ v 8

BIXOLON
Configuration

BIXOLON Headquarters
| Address: 930-3, Digital Exapire Building &, 5F, Yeongtong-dong,
| Yeongtong-gu, Suwon city, Gyeonggi-do, Korea 443-813
Tel : +82(0) 31 218 5500
| Fax: +82 (0) 31 218 5589
| Website: wwnw bixolon.cora
e-mail sales@bixolon.corn

Lan configuration

Wireless Lary
configuration

BIXOLON Araerica Inc
| Address:3171 Fujita St Torrance, CA 90505
| Tel : +1 858 764 4580
| Fax: +1 310 257 6869
| Website: wwnw bixolonusa corn
| e-mailsales@bixolonusa.corm

BIXOLON Europe GrbH
| Address: Tieferbroicher Weg 35 40472 Dissseldorf
| Tel: +49-(0)211-68 78 54-0
| Fax: +49-(0)211-68 78 54-20
| e-mail sales@bixolon.de

Copyright 2009 BIXOLON. A1l Rights Reserved

[

5 @ Internet
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4-1-2 WLAN Configuration

#¥ BIXOLON Met Configuration V2.0.3

Ethernet Configuration

WLAN Configuration

Exit
BIXOLON Net Configuration V2.0.3 X
No I Mac Address | IP Address ] Subnet | Gateway I Port I Version | coach

) L

Exit

When you press the Search button, the printer connected to the network will be shown in
the list.

Rev.1.01 -13-



Net Confiquration Tool

Configuration(¥eb)
BSS Info

Select the printer from the list and press the [Setting] button, and then the following
window for changing the WLAN settings will pop up.

WLAN Configuration @

Network Setting

IP Address : | 192 . 168 . 1 . 1
Subnet Mask : | 255 | 255 | 255 |
Gateway : | 192 . 168 . 1

Local Port : 9100
Inactivity time : 0 sec {(Default : 0)

[~ DHCP Mode

Device Baudrate : |192DD Ll

Fimware Yersion : N/A

| Save I Cancel

Enter the proper IP Address, Subnet Mask, and Gateway of the currently used network,
and then click the [Save] button to save the settings.
(Device Baudrate setting, which is used for other models, is not necessary for

our printer.)
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Net Confiquration Tool

Mac Address
00:19:00:8¢c:88: 52

IP Address

Search
192.168.1.1

Setting

Configuration{web)

BSS Info

Exit

Select the printer from the list and press the [Configuration(web)] button, and then the
Login window will pop up.

Enter the ID and Password set in the printer, and click OK.
(Default settings are ID: “admin”, Password: “password”)

Connect to 192.168.1.1

The server 192, 168.1,1 at , requires a username and

password.
User name: |ﬂ admin V|
Password: | sssssnes |
[ ]Remember my password
[ (0]4 l [ Cancel ]

When you log in, you will see the web browser for changing the WLAN settings as shown
below.
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23 BIXOLON Configuration - Microsoft Internet Explorer

(0)]  httpsi//192.168,1,1/ -8

BIXOLON

Configuration

Lar configuration BIZOLON Headguarters
Wirelos Lo Address: 930-3, Digital Erapire Building &, 5F, Yeongtong-dong,
configuration Yeongtong-gu, Suwon city, Gyeonggi-do, Korea 443-813

Tel : +82(0) 31 218 5500

Fax: +82(0) 31 218 5589

Website: wwnw bixolon corn

e-mail sales@bixolon.corm

BIXOLON Arerica Inc

Address:3171 Fujita St Torrance, CA 90505
Tel: +1 858 764 4580

Fax: +1 310 257 6369

Website: wunw bixolonusa cora
e-mailsales@bixolonusa.cor

BIXOLON Europe GrabH

Address: Tiefenbroicher Weg 35 40472 Disseldorf
Tel: +49-(0)211-68 78 54-0

Fax: +49-(0)211-68 78 54-20

e-mail sales@bixolon.de

Copyright 2009 EIXOLON. All Rights Reserved

& 2 @ Internet

You can search for the information of the wireless network by pressing the BSS Info button.

BIXOLON|Net Configuration v2.0.3 X
IP Address Subnet Search
192.168.1.1 255.255.255.0 9100 b/ &

Setting
Configuration{¥eb)

BSS Info

Exit

When you press the BSS Info button, information about the SSID, BSSID, Network Model,
and Encryption information of the network in close range will be shown as follows.

Rev.1.01 - 16 -
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BSS Information |§|
No | SSID | BSSID |  Mode | RssI | security |
1 buffalo_test 00-1D-73-3A-A2-D3  Infrastruct... -52 Mo
2 00-21-55-C1-0C-D0 Infrastruct... -44 WEP&4,/WEP...
3 3Com 00-21-55-C1-0C-D0 Infrastruct... -46 WEPG4/WEP...
4 BIXOLON 00-13-5F-F3-4D-90 Infrastruct... -72 WEPG&4/WEP...
5 dev3 00-0F-EA-FO-D3-10 Infrastruct... -48 WEPG&4/WEP...
6 TeSys Wireless 1T 00-1D- . -76  WEPG4/WEF...
7 BIXSW -62 WEPG4/WEP...
8 BIXOLON_adhoc -42 Mo
9 anygate_test -46 WPA
10 bixolon2 -66 WEPG4/WEP...
11 gdn -82 WEPG4/WEP...
12 ckvision2 -68 WEPG4/WEP...
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4-2 \Web Server

(1) SRP-350 series / SRP-350plus series / SRP-330

1) Execute Internet Explorer.

2) Enter IP address of the printer at Address of Internet Explorer and click go.

&) hitp://192.168,100,130/

Configuration

F/\W ver. 2.1
MAC 00:15:94:50:2F.C1
Source IP 192.168.100.130

Subnet Mask |255,255,.255.0
Gateway IP 192.168.100.254
Local Port 9100

Inactivity Time |0

DHCP mode [

[Note]
- If you are not aware of IP address, check IP address by pushing Function key.
- Ask Network administrator IP Address and its related information.

3) When Configuration Window appears, enter new Network Setting.

Configuration

F/M ver. 2.1
MAC 001594650 2F.C1
Source IP 192.168.100.130

Subnet Mask |255,255,255.0
Gateway [P |192.168.100.254
Local Port 9100

Inactivity Time |0

DHCP mode [
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(2) Label printer / SRP-F310 series

1) Execute Internet Explorer.

2) Enter IP address of the printer at Address of Internet Explorer and click go.

When SSL of the web-server is enabled,

&) https /192, 168.1,1/

* a security warning window will pop when you try to connect with https.
Accept the certificate provided by the printer in the warning window and continue.

When SSL of the web-server is disabled,

&] http://192.168.1.1/

enter the IP address of the printer in the address bar, and the following login window will
pop up.

Enter the ID and Password set for the printer, and then click [OK]

(Default setting values are ID: “admin”, Password: “password”.)

Connect to 192.168.1.1

The server 192,168,1.1 at , requires a username and

password,
User name: |ﬂ admin v|
Password: | Iy |

[]remember my password

[ Ok, ] [ Cancel

Rev.1.01 -19-
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When the ID and Password match the ones registered in the printer, the following window
will be opened.

4} BIXOLON Configuration - Microsoft Internet Explorer

Q-© HRG PR m-JBES T

O] nhpsy1s2 18811/ o>

BIXOLON
Configuration

EIXOLON Headquarters

#iuddress: 980-3, Digital Empire Building &, 5F, Veongtong-dong,
Yeongtong:g, Suwon city, Gryeonggi-do, Korea 443-813

Tel ;482 (0) 31 218 5500

Fax 482 (0) 31 218 5589

Website: wrwbimlon.cor

e-mail salss@biolon.com

BIXOLON America Inc

Address 3171 Fujita St Torrance, CA 00505
Tel . +1 258 764 4520

Fax, +1 310 257 6260

Wehsite: worwhinolonusa com
e-mailsales@hirolomusa cor

BIXCLON Ewope GukH

Address: Tisfialoroicker Weg 35 40472 Disseldart
Tel: +49-(0)21 168 78 540

Fax +49-(0)21-68 78 5420

e-mail salss@biolon de

Copyright 2009 BIXOLON. AL Rights Reserved

&) S 4 Intemnet

Both LAN and WLAN can be configured from this window.

LAN Configuration Selection

2 BIXOLON Configuration - Microsoft Internet Explorer

Q- © [ @6 Lo oo @3- % 5 - JREOQ B
address [{@] hpiff192. 168,192, 123flan Home i v B0 |unks
BIXOLON
Configuration
Home
System System Information
Erstocdl Printer Name
B Printer Port 9100
Protocol Information
WebServer SSL Disable FTP Enable
TELNET Enable SMTP Disable
Netwotk Information
TP Assignment Method Manual Allecation
IP ADDRESS 192 . 188 . 192 . 123
Copyright 2009 BIXOLON. All Rights Reserved
&] Dane ® Iternet

Settings related to Home, System, Protocol, and Network (LAN) can be configured in this
window.
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Wireless LAN selection

3 BIXOLON Configuration - Microsoft Internet Explorer - [o]x]
N ) e o | ¥
Q- © HEG Pwo o= @32 w-JBEOS
Address | itpiff192,168, 1. Llan/Home. cgi v Beo ks
~
BIXOLON B
Configuration
System Information
Printer Name
Printer Port 9100
Protocol Information
‘WebServer SSL Disable FIP Enable
TELNET Enable SMTP Disable
Network Information
SSID BIXOLON
IP Assignment Method Manual Allecation
IP ADDRESS 192 . 168 1 1
Authentication Information
Authentication Open System EAP Mode MNone
Cryptograph Mone
Copyright 2009 BIXOLON. All Rights Reserved -
~
&] Done D Internet

Home, System, Protocol, Network (WLAN), and Authentication can be configured from this
window, and the wizard mode is also provided for easier step by step configuration.

[Note]
More information about options, please refer to ‘Ethernet Interface Manual’ or ‘Network

User Manual’.
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