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Ethernet

1. Manual Information

The purpose of this manual is to provide information on the operation and usage
instructions of the Ethernet Interface for the BIXOLON Printers.

We at BIXOLON maintain ongoing efforts to enhance and upgrade the functions and
quality of all our products. In following, product specifications and/or user manual content
may be changed without prior notice.

2. Configuration Tool

BIXOLON provides 2 types of network and serial communication set up utilities as a below.

- Configure_Vx.x.x.exe
- Web Server

* Refer to the Net Configuration Tool Manual regarding Configuration Setting.
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3. Ethernet test by using Windows test page

If you don’t have any test program to check printer’s performance, you can use Windows
driver. It is available for Windows 2000, XP, 2003 Server, VISTA, 7.

1) Install Windows driver of the printer. When the driver installation finishes, reboot the
computer.

[Note]
- Latest file versions can find drivers at http://www.bixolon.com

2) Start > Control panel > Printers and Faxes

Adminisiralor

. Internet —._j My Documents

I Internet Explarer
A
<) My Recent Documents F

¢““| E-mail 68 R =

2 Outlook Express :) :
* i My Pictures
. : » :

G Microsoft Visual C++ 6.0 /My Music

) :;ﬂ My Computer

[ —é Notepad

‘»_2 My Network Places

A Shortcut to PORTMON, EXE
B’ Contral Panel

Configure Set Program Access and
% @ Diefaults

> & oo
Microsoft Yisual Basic 6.0 B Frinters and Faxes

Win 2K Checked Build t_)) Help and Suppart:
Environment =

,.) Search
All Programs  # 1 J Rum...

Log OFf @ Turn Off Computer

3) Select the printer icon and click it with the right button to select properties.

Open

Set as Default Printer
Printing Preferences. ..

Pause Printing

Sharing. ..
Use Printer Offling

Create Sharkcut
Delete

Rename
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4) Select Ports tab.

5) Click Add Port.
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Ethernet
6) Select Standard TCP/IP Port and click New port.

Printer Ports @E|

Available port bypes:

Local Park

Mew Port Type. ., I Mew Part,., I Cancel

7) When standard TCP/IP printer add wizard window pops up, click Next.

Add Standard TCP/IP Printer Port Wizard

Welcome to the Add Standard
TCP/IP Printer Port Wizard

“ou uze thiz wizard to add a port for a netwark printer.
Before continuing be sure that:

1. The device iz tuned o,
2. The network iz connected and configured.

To continue, click Nest.

Add Standard TCP/IP Printer Port Wizard
Add Port
For which device do vou want to add a port? N

Enter the Printer Mame or IP address, and a port name for the dezired device.

I Pritter Name or IP Address: |192-153-1 92123 |]

Part Mame: iIF'_'I 921687192122 |

r—
< Back IL Hewt = I[ Cancel

[Note]
- Enter same IP address as the Ethernet interface card. Enter only at Printer Name
or IP Address.
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9) Click Next.

Add Standard TCP/IP Printer Port Wizard

Additional Port Information Required
The device could not be identified.

The detected device iz of unknown type. Be sure that:
1. The device iz properly configured.
2. The address on the previous page is corect.

Either comect the addrezs and perform another search on the network. by returning to the
previous wizard page or select the device tupe if you are sure the address is corect.

Device Tupe
(%) Standard
() Custom

[Note]
- Click Next without any selection nor change.

10) Click Finish.

Add standard TC er Port Wizard - - ) |

Completing the Add Standard
TCP/IP Printer Port Wizard

You have zelected a port with the following charactenishics.

SHMPF: Mo
Pratocal; R, Port 3100
Device: 192.168.192.123

Port Mame:  IP_192.168.192.123
Adapter Type:  Generic Metwork Card

To complete this wizard, click Finish.

Cancel |

11) Click Close to close Printer port window.

Printer Ports

Available part bypes:

Local Park
PDF Port

ydard TCPSIP Pork

New Port Type. .. ] Mew Eort...l] | Close |
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12) Click Configure Port.

& STP Properties

Devics Selfings | addionslCommands | Aol
Geneial | Sharing | Foilz Advanced
=
# SR
Ennt 1o the lobosrd porifz). Decumants vl ponl 1o the lrst bas
chacked poil.
[ Poit Dl escnpton Prnle "‘-
| OO comi: Seiial Post
O comz: Setial Port
O coms: Sl Pt
O coms: Setial Post
O FILE- Fi: ta File
WENIF 137 158192 123 Starcdand TEEAP Poi
[ *
[ asdror. ||  DekePor ||| CosfigwePon. |
[#] Enable badwectiona suppal
I Enable prirées poofing

13) Enter same port number as the value of Local Port of the Ethernet interface at Raw

Setting.
Configure Standard TCP/IP Port Monitor
Port Settings
Port Mame: (IP_132188.132.123 |
Printer Marme or IP Address: | 192.168.192.123 |
Protocal
@ Baw OLPR
N
Part Humber: 3100
LPR Settings
[15MMF Status Enabled
[ Ok ] [ Cancel ]
[Note]

- There is no change except Raw Setting.
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14) Click OK.

Configure Standard TCP/IP Port Monitor

Fort Settings

Port Mame: |IF'_‘I 92168192123 |

Printer Mame or |P Address: |‘|92.1 B8.192.123 |

Protocol

® Baw OLPR

Raw Settings
Port Mumber: |91DE| |

LFR Settings

Hueus Name | |

[] SMMP Status Enabled

l 0K I Cancel

15) Select General tab and click Print Test Page to check if the printer works properly.

& SNP Properties

Device Setings | Aidditionsl Commards ] Hbout
Gengizl Shairg | Parlz | Advanced

=8,
> [m |
Locatiore | |

Wodat SAF
Fealuies:
Color Blo Faper svailsbls
Croubbks-saded Mo
Staple: Linkrown
Spead Unknowr
ez resclutiore 1590 doe

Fiping Pralaiences.. | Panl Tas! Page ]

[ o I| Cancal ]
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4. How to check Static IP or DHCP
1) Start > Control panel > Network Connections.

*s Network Connections

File Edit “ew Favorites Tools  Advanced  Help

W

| <) \_;l l.@ pSearch [{ Folders v

Address @__, Metwork Connections

#+ LAM or High-Speed Internet

Network Tasks
Lacal Area Connection
Create a new Ensbled

cannection ;| InkelfR} PROJ100 ¥ Metwark ...
) Setup ahome or small
= office network

Ethernet

2) Select: “Local Area Connection and click it with the right button to select properties.

s Network Connections
File Edit ‘iew Favorites Tools  Advanced  Help

\_) \_) l.@ pSearch [I_ Folders v

Address | € Network Connections

|2

LAN or High-Speed Internet
Metwork Tasks

B Create a new m

conneckion

%) Setup a home or small Disable
= office netwark Status

ﬁ Disable this network Repair

ocal Area Connection

device

% Repair this connection Bridge Connections

Iim Rename this connection Create Shorkcuk

&) View status of this
conneckion Rename

“hange settings of this
conneckion

Proper!

3) Select General tab and Select “Internet Protocal(TCP/IP)”.

-+ Local Area Connection Properties

General | Authentication || Advanced |

Conhect uging:
‘ E® IntellR) PRO/100 ¥ Network Connection ‘

Thiz connection uges the following items:

=1 305 Packet Scheduler ~
T Metwork, Maonitar Driver
Internet | E )
M
< |
Inztall.. Uninstall
Description
Tranzmizsion Control Pratocol/Internet Pratocol. The default
wide area network, protocol that provides communication
across diverse interconnected networks.
[ Show izon in notification area when connected
oK ] [ Cancel

Rev. 1.00 -10 -




4) Click “Properties”.

cal Area Connection Properties

General | Authentication | Advanced

Connect using:

| B2 Irt=l[F] PRO/100YM Network Cannection |

This connection uses the following items:

4= (105 Packet Scheduler ~
S Metwork Monitor Driver

-

< | =
ol (=)

Diescription
Transmigsion Control Protocol/ntemet Protocol. The default
wide area network. protocol that provides communication
acrozs diverse interconnected nebworks.

[[] Show icon in notification area when connectad

[ ox ][ coel |

5) Information of network registration with Static IP

General |

Internet Protocol (TCP/IP) Properties

‘Y'ou can get [P settings assigned automatically if your netwark. supports
thiz capability. Otherwize, pou need to ask your netwaork administrator for
the appropriate [P settings.

(O Obtain an P address automatically
() Uze the follawing IP address:

1P address: 132 168 192 123
Subnet mask: 2850285 02550 0
Default gateway: 192 . 168 . 192 . 254

() Use the following DMS server addresses:

Freferred DNS server: 168 . 126 . B3 1
Alternate DNS server 168 126 . B3 . 2

(st ]

6) Information of network registration with DHCP

Rev. 1.00

Internet Protocol (TCP/IP) Properties

General ‘ Alternate Configuration

You can get IP zettings assigned automatically if your network supports
thiz capability. Otherwize, pou need to ask your network. administiator for
the appropriate [P settings.

(%) Obtain an IF addiess automatically
() Usze the following IP address:

[

(®i0btan DMS server address automaticall

() Use the following DMS server addresses:

]
T

(amene|
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5. Factory Reset

1) Default setting after factory reset
- Activate DHCP mode
- Local Port: 9100
- Inactivity Time: 0

2) How to reset
(1) Turn off the printer.
(2) Turn on the printer while pressing Function Key.

[Note]
- Press Function key 3 more seconds after turning on the printer.

(3) Wait 10 seconds until new IP address is allocated to the printer.
The IP address will be allocated automatically under DHCP mode.

[Note]

- DHCP Network environment
Connect to web-server with newly allocated IP address.
Check new IP address by pressing Function key.

- Static IP Network environment
The IP address will not be allocated automatically.

Set up Static IP with Configuration utility.

(4) Print Network setting information by pressing Function key.
Connect web-server to change any network setting.
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6. Function Key set up

1) How to use

(1) Turn on the printer.
(2) Wait 10 or more seconds until the Ethernet interface boots up.

(3) Push the Function key.

Function key

SRP-330

(4) The settings will be printed only one time since the printer is turned on.
(5) Turn off and on the printer to print them again.
2) Printed settings

- MAC address

- IP address

- Subnet Mask

- Gateway

- Port

- Inactivity time

- Firmware Version
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[Appendix 1] Details of interface card

Item Details
Network interface 10/100 Base-T All in one (Auto detection)
Protocol TCP, IP, ICMP,IGMP, ARP, HTTP
IP mode static IP, DHCP (Dynamic Host Configuration Protocol)
RX buffer 2K Byte
Flow control Hardware (RTS/CTS)
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